8°x2"x18" SOLID CAP

DEEP CUT BOND BEAM 8"X8"X16" SOUD
WITH REINF.BAR #4 BEND INTO CORNERS — |

8°%x8°%16" C.M.U. MAC. SEC.775 —=t

STANDARD JOINT DUR—O-WALL WIRE @
18" o.c.

\
COLOR, TEXTURE, MATERIAL OF

ENCLOSURE TO MATCH BLDG'S. \

-~

VERTICAL REWNF. %?) GROUT CELLS WITH
REINF, BARS SOU

1/2° PREMOLDED JOINT FILLER \

SOUD GROUT BELOW GRADE

TYP.WALL FOR
SECTION A-A

1% SLOPE MIN. —amn

6" CONC. SLAB
REINFORCED WITH
B'X6" - 1.4 W
WELDED WIRE FABRIC
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iy
SECTION A—A
N.T.S.
TABLE #1
'HI .A. IBI .R.
1
g—o" | 12° 24" |4 0 48"
3.
7-0" | 12 240 | #5048
a-o" | 12 24 | §5 0 42" « 4
“ 5,
9'-0" 12* 28" §6 © 48°
6
100" | 12° 0" | g6 048"

S
s

6" COMPACTED ABC
B

40'—0" MIN.

NOTES:

. CONSTRUCT ENCLOSURE PER M-862.4.
2, ALL INTERIOR PAD DIMENSIONS ARE MINIMUMS.
. WALL HEIGHT DETERMINED BY COMPACTOR HEIGHT

(60" MIN.).
FINAL LOCATION AND ORIENTATION TO BE DETERMINED BY THE CITY.
PROVIDE PEDESTRIAN ACCESS TO THIS AREA (THRU WALL)

. CONCRETE fe = 3,000 PSI
REINFORCING fy = 60,000 PSI
fa = 24,000 PSI

MASONRY fm= 1,500 PS)

LARGE COMPACTOR REFUSE AREA

SAFETY POSTS, BOGIE WHEEL STOPS, & GUIDE RAILS ARE REQUIRED
FOR ALL ENCLOSURES. SAFETY POSTS ARE ADDRESSED IN M—62.4.

PROPER CLEANING METHODS ARE TC BE USED TO PREVENT THE
DISCHARGE OF WASH WATER INTO PUBLIC STORM DRAIN SYSTEM.
PLEASE CONTACT THE CITY OF MESA AT (480) 644—3599 FOR A
LIST OF BEST MANAGEMENT PRACTICES THAT WILL HELP YOUR
FACILITY COMPLY WITH ENVIRONMENTAL REGULATIONS.

ANY DOORS PROVIDED (NOT SHOWN ON THIS DETAIL) SHALL BE
SELF—CLOSING AND SELF—LATCHING.

10. GATES (NOT SHOWN ON THIS DETAIL) SHALL BE PROVIDED FOR
SCREENING PURPOSES ACROSS THE FRONT OF THE ENCLOSURE.
STANDARDS FOR GATES ARE ADDRESSED IN M—62.4.
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LARGE COMPACTOR REFUSE AREA

DETAIL NO.
M-62.7
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